CT4760BKS CapitalTape

CLOSED-CELL ACRYLIC FOAM TAPE A family business, since 1990

CATEGORY

ULTRA HIGH-BOND

INDUSTRY AUTOMOTIVE ~ RECREATIONAL VEHICLES ~ GLAZING  CONSTRUCTION DETAILING MOUNTING

TAPE OVERVIEW TAPE PROPERTIES The values stated in charts are averages and are not to be construed as a
warranty. Products must be tested by end user for application suitability.

The CT4760BKS is a black, closed-cell, acrylic

foam tape with a red plastic release liner. Thickness 062" / 62 mil

This tape works well with many substrates,

including car side moldings, emblem Length 54 ft/18 yds

and exterior decoration mounting, high Density 52 Ibs / ft* (840 kg / m)
performance mounting of plastic strips, trims

and nameplates, metal, glass and high surface Temperature Minimum -40°F / -40°C

energy (substrates), muntin bars, and more. Resistance Short term 320°F / 160°C

Long term 212°F / 100°C
+ High tack and shear strength

o Tn2

- Excellent chemical/solvent resistance 90 Pe?' . ASTM D-3330 41N/10mm (23 bs/in?)
Adhesion

- Excellent UV & heat resistance

* Ideal for exterior decoration mounting _
Tensile Strength  ASTM D-897 550 kPa (80 Ibs/in?)

- Ideal for plastic strips & trim mounting

Static Shear ASTM D-3654  22°C (72°F) - 1000 g/312mm?

10,000 min. (7 days) 66°C (150°F) - 500 g/312mm?
93°C (200°F) - 500 g/312mm?

+ Ideal for nameplate mounting

*Adhesion and Static Shear testing done on stainless steel

SCAN FOR MORE

Visit this product page,
request samples, or get
an online quote.
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