CT4965

POLYESTER FILM ACRYLIC TAPE

CATEGORY

INDUSTRY

TAPE OVERVIEW

The CT4965 is a transparent, polyester film
coated on both sides with an aggressive
acrylic adhesive and protected by a distinctive
pink polypropylene liner. This tape features
a high initial tack and peel adhesion level
that provides secure bonding results under
high temperature conditions. This tape is
recommended for use with LSE substrates,
and is also UL 969 listed.

+ High initial tack and peel adhesion
- Great high-temperature bonding
- Very good UV resistance

- Excellent resistance to plasticizer
migration, solvents, chemicals, heat,
and aging

- Ideal for ABS & PP plastic plate mounting
- Ideal for POP display & label applications

- Ideal for decorative trims such as PVC
profiles, stainless steel, & some plastics

SCAN FOR MORE

Visit this product page,
request samples, or get
an online quote.

MEMBER FMVSS 302A

Federal Motor Vehicle Safety
Standard No. 302

CAPITAL TAPE

1-888-888-TAPE

service@capitaltape.com

TAPE PROPERTIES

Thickness
Length
Peel Adhesion’

Shear Strength’

Heat Resistance’

Elongation
Tensile Strength

Service
Temperature

Storage
Temperature

Shelf Life

PSCT-7

CapitalTape

A family business, since 1990

ULTRA HIGH-BOND

MOUNTING

The values stated in charts are averages and are not to be construed as a

warranty. Products must be tested by end user for application suitability.

0.008” / 8 mil

36 yds. or 108 feet

6350z /in

Over 24 hours with 70.6 oz loading
on 1" x 1" (2 KG/25mm x 25mm)
Bonding 2 stainless steel plates at
77°F (25°0)

Over 24 hours with 17.6 0z loading
on 1" x 1" (5 KG/25mm x 25mm)
Bonding 2 stainless steel plates at
176°F (80°C)

MD: 118% TD:105%

MD: 22.8kg/mm?  TD: 23.2kg/mm?

-4°F ~356°F (-20°C ~ 180°C) short-term

72°F (22°C), 50% relative humidity

2 Years

*Adhesion and Static Shear testing done on stainless steel

WE QUT TAPE. Learn more at capitaltape.com

4920 Commerce Parkway #11, Cleveland, OH 44128




